
110
LIGHTWEIGHT
STORM

FEATURES:

Adjustable length-of-pull
User-adjustable AccuTrigger
New Model 110 design and
ergonomics
Detachable box magazine
Spiral-fluted bolt
20-inch stainless steel lightweight
contour barrel
Rugged synthetic stock
Skeletonized receiver

BETTER COMES STANDARD.

OVERVIEW:

The compact, flyweight design of the Savage 110 Lightweight Storm offers the
maneuverability for any situation and the toughness for any weather. Length-of-pull is easily
customized to fit the shooter for comfort and consistency, and the user-adjustable
AccuTrigger™ provides a light, crisp pull. The rifle is built on Savage’s time-tested 110
platform but with a modern design and improved ergonomics. Its detachable box magazine,
stainless steel action, and 20-inch stainless steel barrel stand up to punishment from the
most brutal conditions. It tips the scales at a mere 5.65 pounds.

PART # CALIBER BARREL LENGTH TWIST RATE OVERALL LENGTH CAPACITY WEIGHT (LBS) MSRP

57071 223 REM 20" 9" 40.375" 4 5.6 $879

57072 7mm-08 REM 20" 9.5" 40.375" 4 5.6 $879

57073 308 WIN 20" 10" 40.375" 4 5.6 $879

57074 243 WIN 20" 9.25" 40.375" 4 5.6 $879

57075 6.5 CREEDMOOR 20" 8" 40.375" 4 5.6 $879

57048 270 WIN 20" 10" 41" 4 5.8 $879
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